
Dimensional Information

"A"
(in.)   (mm.)Range

2", 10"
3", 15", 30"
4", 20", 40"
5", 25", 50"

0.66
0.51
0.35
0.19

16.8
12.9
8.8
4.8 *

*

* 1.56 (39.6 mm) with "DS" option.

* 1.56 (39.6 mm) with "DS" option.

EP Series Installation Guide
Wiring and Circuit Diagram

Ranges to 50" (1250 mm) Ranges to 80" (2000 mm)

4175 SW Research Way, Corvallis, Oregon, 97333
•Tel: (541) 757-3158 •Fax (541) 757-0858

Digital Output / 2 Channel

Waveform

Connector

Model/Option

Standard EP, EPM, HX-EP +5 VDC ±5% Figure 1

                  H1 8 to 28 VDC Figure 3

 

OUTPUT STAGE+ V in

Digital Output / Line Drive
Connector

Waveform

Digital Output / Line Drive with Index 

Waveform
Connector

Digital Output / 2 Channel with Index
Connector

Waveform

Model/Option

 "I" option +5 VDC ±5% Figure 1

OUTPUT STAGE+ V in

  "H1I" option +8 to +28 VDC Figure 3

Output Stages

Figure 3

8 to 28 VDC Input
Current Sinking Output

with 10KΩ  Pullup 

Figure 2

Open Collector Current 
Sinking Output
with 2KΩ Pullup

Figure 4

8 to 28 VDC Input
Push-Pull Output

Figure 1

5 VDC Input
Two Channel TTL

Figure 5

5 VDC Input
Push-Pull Output

H2                                          +5 VDC ±5% Figure 2

H3                                           8 to 28 VDC Figure 3

H4                                           8 to 28 VDC Figure 4

H5                                          +5 VDC ±5% Figure 5

Model/Option + V in OUTPUT STAGE

H2I                                         +5 VDC ±5% Figure 2

H3I                                          8 to 28 VDC Figure 3

H4I                                           8 to 28 VDC Figure 4

H5I                                         +5 VDC ±5% Figure 5

Model/Option + V in OUTPUT STAGE

Click Here for CES (Cable Exit Side) Option.

Click Here for CEB (Cable Exit Bottom) Option.

www.unimeasure.com/obj--IG_pdfs/ST-CES-option.PDF
www.unimeasure.com/obj--IG_pdfs/ST-CEB-option.PDF



